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1.1.1 Monitoring  Service
This component runs as a pair of Windows services in the 
background while ever the PC is turned on, assuming the services 
are set to automatic start up. To change this behaviour please 
refer to the documentation for your version of Windows for more 
details on service administration. This component is responsible 
for providing the link from the PC to the panel network, event 
monitoring and the XML interface to clients.

1.1.2  Desktop User Interface
This is a dialog based Windows client suitable for connecting to 
the monitoring service via TCP for viewing and configuring the 
network status and events. This client provides full access to all 
logged and real-time monitoring events as well as the ability to 
perform simple commands such as enable, disable and analogue 
value retrieval. Depending on your edition, this software may 
require a license key.

1.1.3  Web User Interface
Providing the same functionality as the desktop user interface, this 
ASP.Net web application allows access via a web browser (such as 
Internet Explorer, Mozilla, Opera...etc.). This gives the advantage 
of quick access from any location or computer without the need 
to install the desktop user interface client. To use this component, 
a suitable ASP.Net enabled web server must be installed. It is 
also important to note that no web server is provided by the Site 
Monitor package. However, you can use any ASP.Net 2 enabled 
web server, such as Microsoft IIS or UltiDev Cassini.

1.2 Requirements
All components require that Microsoft .Net v2.0 (or compatible) 
be installed. The monitoring service also requires Microsoft SQL 
Server Compact v3.5

SP1 or above and a Windows based PC capable of running 
services (Microsoft Windows 2000 and above). For the connection 
to the network, your PC will also require at least one available 
Serial or USB port.

To use the web user interface component, you must ensure 
a suitable ASP.Net enabled web server is installed. This web 
interface is designed for all standard compliant browsers, such 
Internet Explorer 6 and above, Mozilla, Opera, Safari...etc.

otte:N More information on installation is provided on the CD accompanying 
the product.

Site monitor software

Site monitor / webserver software is designed to monitor Cooper 
fire systems and allow quick PC based administration.

Using a simple interface, authorized users can view control 
panel event history, event status, device properties and other 
information depending on access permissions defined by the 
system administrator.
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